KEYED NOTES:

A: UPPER PLAZA. COLORED CONCRETE WITH SCORING.
B: LOWER PLAZA. COLORED CONCRETE WITH SCORING
C: CANOPY TREE PLANTINGS SCATTERED ACROSS TERRACES WITH CRUSHER FINES.
D: TURFGRASS SLOPING DOWN TO THE WEST WITH TREES.

1. PROPOSED SEGMENTAL RETAINING WALL AS REQUIRED.
2. PROPOSED CATCH BASIN TO REMAIN. ADJUST HEIGHT AS REQUIRED.
3. PROPOSED SCORE JOINT
4. PROPOSED CATCH BASIN
5. PROPOSED GREY CONCRETE WALK
6. PROPOSED ACCESSIBLE RAMPS
7. PROPOSED GREY CONCRETE
8. PROPOSED CONCRETE CURB TO DIRECT / CONTAIN STORMWATER
9. EXISTING BIKE RACKS - RELOCATED
10. PROPOSED 6" THICK COLORED CONCRETE PAVING
11. PROPOSED CONCRETE CURB WALL
12. PROPOSED SEGMENTAL RETAINING WALL - APPROX. 24" EXPOSED HEIGHT
13. PROPOSED TRANSITION PAVING
14. EXISTING PAVING TO REMAIN
15. ALTERNATE, RECONSTRUCT EXISTING RAMP WITH CONCRETE
16. ALTERNATE, CONSTRUCT RAMP 3' WIDER THAN EXISTING
17. PROPOSED SHRUB BED PLANTING
18. PROPOSED ACCESS CONTROL: RAIL
19. PROPOSED FLIGHT OF STAIRS WITH HANDRAILS (TYPICAL)
20. PROPOSED LIGHT POST (TYPICAL 1 OF 7)
21. EXISTING CATCH BASIN

January 4, 2010
Design Development Phase
SITE PLAN – Revised 1-4-10

ENGINEERING COMMONS
School of Engineering
University of New Mexico

William S. Perkins, ASLA
Landscape Architect